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EVALUATION FORM

Please fill in and send us the form below about pipe dimensions and heating process: our engineers will provide you with all the information you need to ensure that you are able to formulate your request to best meet your requirements.
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	APPLICATION:

□ Pre-heating before welding         □ Coating                □ Post Weld Heat Treatment


	A. Concrete – Bevel distance [ mm ]
	
	Heating Area Width [ mm ]
	

	B. Thickness of the concrete [ mm ]
	
	Ambient temperature [ ° C]
	

	C. Coating – Bevel distance [ mm ]
	
	Temperature to be reached [ ° C ]
	

	D. Max thickness of the coating [ mm ]
	
	Heating Time [ sec ]
	

	E. Thickness of the pipe [ mm ]
	
	Max temperature to be applied to the coating [ ° C ]
	

	F. External pipe diameter [ mm ]
	
	Length of the connecting cables [m]
	

	


	WHERE THE EQUIPMENT WILL BE USED:

□ Onshore         □ Offshore

	SUPPLIED BY:

                             □ Power line     □ Gen-set     □ Gen-set powering other devices

	Three-phase voltage available [Volt]
	
	Three-phase power available [kW]
	

	

	


Message:

	


	Name:
	

	Company:
	

	Street Address: 
	

	Address line 2:
	

	City:
	

	State:
	

	Postal/Zip Code: 
	

	Country:
	

	E-mail:
	

	Phone:
	


□I agree to Parmaprogetti’s Privacy Policy: https://www.iubenda.com/privacy-policy/7839588/legal
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